
 

 

 

 

Bar steel 

Welded pipe 

  January February March April May June July August September October November December 

1.4301/304 2,78 2,85 3,06 3,74 4,42 3,70 3,61 3,14 2,97 3,04 3,08 3,09 

1.4307/304L 2,78 2,85 3,06 3,74 4,42 3,70 3,61 3,14 2,97 3,04 3,08 3,09 

1.4404/316L 4,22 4,32 4,59 5,50 6,39 5,45 5,30 4,71 4,42 4,60 4,81 4,86 

1.4435/316L 4,73 4,85 5,16 6,18 7,18 6,11 5,95 5,29 4,95 5,16 5,42 5,50 

1.4571/316Ti 4,28 4,39 4,67 5,61 6,55 5,58 5,44 4,82 4,52 4,70 4,90 4,95 
 

Data in EUR per kg - without guarantee 

 January February March April May June July August September October November December 

1.4301/304 2,94 3,03 3,25 3,96 4,58 4,37 4,00 3,41 3,36 3,43 3,41 3,44 

1.4307/304L 2,94 3,03 3,25 3,96 4,58 4,37 4,00 3,41 3,36 3,43 3,41 3,44 

1.4404/316L 4,28 4,41 4,67 5,58 6,35 6,09 5,59 4,88 4,70 4,89 5,07 5,16 

1.4435/316L 4,82 4,98 5,29 6,36 7,26 6,95 6,37 5,55 5,33 5,57 5,80 5,92 

1.4571/316Ti 4,30 4,44 4,71 5,67 6,51 6,24 5,72 4,98 4,79 4,98 5,15 5,23 

             


